Furtunuri api-aer SEL A%%%7
\www.romsprinter.ro ——

Furtun apa-aer 20 BAR SEL LONG-MULTIPURPOSE - LMS

-strat exterior de cauciuc SBR/NBR neted, rezistent la abraziune, ozon si intemperii
-insertie tesatura textila spiralata

-strat interior cauciuc sintetic NR/SBR

-temperatura de lucru: de la -25°C la +100°C

Cod | meh | iniciormm) | ewtoror (mm) | Iuers (BARy | PTeVEUR
LMS 08 5/16" 8 15 20 1.63
LMS 10 3/8" 10 18 20 2.24
LMS 13 1/2" 13 22 20 3.12
LMS 16 5/8" 16 25 20 3.72
LMS 19 3/4" 19 29 20 4.29
LMS 25 1" 25 37 20 6.76

Furtun apa 10 BAR - EGE10

-strat exterior de cauciuc sintetic, rezistent la ozon si intemperii
-doua insertii tesatura textila sintetica

-strat interior de cauciuc natural si sintetic

-temperatura de lucru: de la -25°C la +70°C

Cod | N | inieior ) | evterior (mm) | _tueru BRy | PTHEUR
EGE10 32 1.1/4" 32 41 10 10.34
EGE10 38 1.1/2" 38 47 10 13.43
EGE10 45 1.3/4" 44.5 54 10 14.76
EGE1051 2" 50.8 60 10 16.26
EGE10 63 2.1/2" 63.5 74 10 20.24

Urmatoarele dimensiuni sunt disponibile numai la comanda ferma:

EGE10 76 3" 76.2 88 10 22.79
EGE10 102 4" 101.6 115 10 40.56
EGE10 127 5" 127 140 10 54.44
EGE10 152 6" 152.4 165 10 73.85
EGE10 203 8" 203.2 222 10 127.41

Preturile NU contin TVA



